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AASHTO M 148 CURING COMPOUNDS
WisDOT Tested and Approved Batches

Page 1- White pigmented
Page 2 - Linseed Oil based
Page 3 - Poly-alpha-methylstyrene (PAMS) based

NOTE: All materials carried over the winter
must be retested before use.

Section 415.2.4 of the Standard Specification requires the use of
linseed oil base based curing compounds for urban pavements and
poly-alpha-methylstrene(PAM) liquid cure compounds for rural
pavements.

Note: Curing agents batches listed herein have been source sampled and
satisfactorily tested at the WisDOT C.O. Laboratory

Contact:

Jim Parry

3502 Kinsman Bivd
Madison, WI
james.parry@dot.wi.gov
Phone- (608) 246-7939
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H WHITE WAX PIGMENTED CURING COMPOUNDS %%fopmwéf
TESTED & APPROVED LOTS

Last updated: 3/4/2015

Manufacturer Batch Number WisDOT Test Number Tt Brand Name

DSSCC
(Dayton Superior)

NOX-CRETE

Contact:

Jim Parry

3502 Kinsman Blvd
Madison, Wi
james.parry@dot.wi.gov
Phone- (608) 246-7939



LINSEED OIL BASED CURING COMPOUNDS
TESTED & APPROVED LOTS

Last updated: 4/23/2015

Manufacturer Batch Number WisDOT Test Number Type Brand Name

DSSCC
(Dayton Superior)
Chemmasters

RIGHT POINTE

W.R. Meadows

NOX-CRETE

Contact:

Jim Parry

3502 Kinsman Bivd
Madison, WI
james.parry@dot.wi.gov
Phone- (608) 246-7939




Poly-alpha-methylstyrene (PAMS) based
Tested and Approved batches

Last updated: 4/23/2015

Manufacturer Batch Number WisDOT Test Number

W.R. Meadows

DSSCC
(Dayton Superior)

Contact:

Jim Parry

3502 Kinsman Bivd
Madison, WI
james.parry@dot.wi.gov
Phone- (608) 246-7939

Type

Brand Name




